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Since 1968, Pentair® has manufactured high-quality and innovative Shurflo® 
branded pumps and components for the recreational vehicle, marine, foodservice, 
general industrial and beverage markets. Our commitment to providing tailored 
solutions for fluid pumping needs is evident in every product.

The Beverage market exemplifies the application of Shurflo brand product 
innovations. Our adaptability in designing pumps and components for reverse 
osmosis booster, delivery, and transfer applications has resulted in diverse, 
innovative solutions, empowering our valued customers to expand their businesses.

Explore our Shurflo Beverage Products Catalog, where Pentair offers an extensive 
selection of pumps and components. Your fluid handling requirements are our 
priority, and we're here to ensure you have the ideal system for the job.

For further information on Shurflo-branded products from Pentair, contact us at  
1.800.942.1153 or connect with one of our highly qualified distributors.
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PUMPS
BIB

SHURFLO GENERAL BEVERAGE BIB PUMPS
These heavy-duty, gas-driven (CO2 / Air) diaphragm pumps dispense and deliver bag-in-box (BIB) syrups, teas, juices, and wines to your 
beverage equipment. The pumps feature a straight-through flow path to help optimize performance. An automatic built-in shut-off 
system kicks in when the bag is empty, and restarts when a new bag is connected.

• Operating pressure up to 85 PSI (5.86 Bar) ideal for all pumping applications
• Automated demand 
• Automatic valve shutoff
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Part Number
Case 
Qty

94-360-00 • • • • • 12

94-360-38 • • • • • 12

94-360-40 • • • • • 12

94-360-41 • • • • • 12

94-366-48 • • • • • • 12

94-366-49 • • • • • • 12

94-366-50 • • • • • • 12

94-384-31 • • • • • 12

94-384-32 • • • • • 12

94-441-48 • • • 12

94-444-01 • • • • 360

94-444-02 • • • 360

94-444-03 • • • 360

94-444-04 • • • • • 360

ASV

SOS

B-I-Bs

Side 1

Side 2

GAS IN

B-I-B

SECOND
PUMP

VRV

FIRST
PUMP

TO NEXT
VRV/PUMP

OR
DISPENSER

GAS TO NEXT
PUMP

SHURFLO JUICE BIB PUMP KIT
Deliver consistent beverage quality and help 
optimize equipment performance with the 
Shurflo juice BIB pump kit. Features include 
a particulate valve that reduces 1/4" [6mm] 
to help ensure fewer restrictions and deliver 
high-quality beverages.

• Automatic valve shutoff
• High volume per stroke for  

maximized pump life
• Quick, disconnect fittings  

for easy installation
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Part Number
Case 
Qty

Ship Weight
lbs kgs

94-360-05 • • • • • 12 2.2 1.0

94-360-65 • • • • • 12 3.3 1.5

mailto:%20cseverpure%40pentair.com?subject=
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PUMPS
BIB  & BEER ACE 
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Part Number
Case 
Qty

94-360-02 • • • • • 12

94-360-06 • • • • • 12

94-376-51 • 1 • • • • 1

94-376-52 • 2 • • • • 1

94-376-53 • 3 • • • • 1

94-440-30 • 1 • • • • 1

94-440-31 • 1 • • • • 1

94-440-38 • • • • • 12

94-440-39 • • • • • • 12

94-440-60 • 1 • • • • 1

94-441-17 • • • 12

COCA-COLA® BIB PUMPS AND SYSTEMS, RED CLIP
The pumps and systems come with versatile pump configurations. You can choose between wall-mounted pumps with mounting 
brackets or opt for the convenience of a universal modular board that supports quick-change pump mounting. See the table below for 
available options. 

SHURFLO BEER ACE™ II PUMPS
For consistent beer dispensing, these pumps deliver a controlled flow of dissolved gas into 
the keg to the tap. The gas driving the pump never comes in contact with the product, and the 
straight-through-flow path can help prevent foaming.

• Twin chamber design for dual-balanced diaphragms 
• Maintains high pressures in long runs to help minimize "flat" beer 
• Equipped with spacious pumping chambers and long piston stroke delivery, 

it gives the desired flow rate with fewer cycles reducing wear and tear 
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Part Number
Case 
Qty

166-257-00 • • 12

166-257-16 • • • • • 12

166-257-37 • • • • • 12

166-257-41 • • • • • 12
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PUMPS
AIR VENT

Part Number Description Case Qty

94-350-03 General beverage, 18.0 in. [45.7 cm] Hg. switch point,  
3/8" [10 mm] Barb fittings – elbow on outlet 30

94-350-08 General beverage, 18.0 in. [45.7 cm] Hg. switch point,  
3/8" [10 mm] Barb fittings 30

165-110
High Altitude

General beverage, 12.0 in. [30.5 cm] Hg. switch point,  
3/8" [10 mm] Barb fittings – replaces 165-010 30

Part Number Description Case Qty

SVA00R1 With standard slide track bracket, w/o fittings 6

Utilizes standard BIB pump liquid inlet/outlet fittings.

SHURFLO AUTOMATIC SELECTOR VALVES (ASV)
The Shurflo automatic selector valves manage the flow and thermostatic mixing of 
bag-in-box (BIB) soda fountain syrups used in commercial beverage applications. When 
one BIB runs empty and creates a vacuum, the transfer valve automatically switches to a 
full BIB. 

SHURFLO AIR VENT 
The Shurflo air vents incorporate membrane technology to reduce trapped air and gas 
that may cause excess bubbles or foam found in bag-in-box (BIB) dispensing equipment. 

• Air vent sealed from syrup 
• Utilizes gas permeable membrane to vent gas/air 
• Service flow rate up to 4.70 oz [0.14 L] per second 
• No moving parts equals no disassembly

CO2

ASV

SOS

B-I-Bs

Side 1

Side 2

mailto:%20cseverpure%40pentair.com?subject=
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PUMPS
BRIX 

SHURFLO BRIX PUMPS
These unique pumps act as a proportioning device that pumps 
water and concentrates to help deliver consistent tasting 
beverages, ideal for juice and flavored syrup applications. 
They are maintained independent of system flow or pressure 
changes, without needing to readjust the brix at the dispensing 
valve. The pump functions based on the pressure from one 
of the proportion liquids, usually the incoming water source, 
eliminating the need for CO2 or electric power. 

• Equipped with built-in automatic vacuum and shutoff valve 
• Water pressure up to 50 PSI 
• Incorporates a three-way sanitizing valve & mounting bracket 
• Fittings:  

- Syrup in/syrup out – 3/8" [10 mm] Barb elbow, white celcon  
- Water in/water out – 3/8" [10 mm] Barb elbow, stainless steel

CITY WATER INLET
SHUT-OFF VALVE

WATER REGULATOR

DOUBLE CHECK VALVE

3-WAY
SANITIZING VALVE

WATER
OUTLET

CONCENTRATE
INLET

Standard Post-mix System with three-way sanitizing

WATER INLET

CONCENTRATE
OUTLET

POST MIX DISPENSER VALVE

B.I.B. OR 
VENTED TANK

BRIX PUMP

(SHURFLO P/N 183-XXX)
(50 PSI recommended)

(Water solenoid control pump on/off)

(SHURFLO P/N 94-056-00)
* Should be located no more 
 than 6" from pump

Part Number Description Case Qty

94-260-03 White, 4:1 ratio 8

94-260-05 White, 5:1 ratio 8

NOTE: Maximum water inlet pressure 50 PSI [3.45 Bar].
Pentair recommends using a 30 or 50 PSI [2.07 or 3.45 Bar] Shurflo Water Pressure 
Reducer Valve on the water inlet of the brix pump. 
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PUMPS
WATER BOOST

Shurflo MEDIUM Boost Systems

Part Number Volts

PSI/Bar Tank
Inlet/Outletoz ml

804-023 115 VAC 90 / 6.21 2.0 7.6 3/8" Barb

804-034 100-240 VAC 90 / 6.21 2.0 7.6 3/8" Barb

Shurflo MINI Water Boost Systems

Part Number Volts

PSI/Bar Tank Connection
oz ml Inlet/Outlet

804-001 115 VAC 60 / 4.14 21 621 1/4" & 3/8" Barb

804-002 115 VAC 90 / 6.21 21 621 3/8" Barb

804-042 100-240 VAC 90 / 6.21 21 621 3/8" Barb

Note: Contact factory for additional 230 VAC options

Shurflo MAXI Boost Systems

Part Number Volts

PSI/Bar Tank
Inlet/Outletoz ml

804-026 115 VAC 90 / 6.21 6.0 22.7 1/2" Barb

804-037 115 VAC 90 / 6.21 6.0 22.7 3/8" Barb

804-064 115 VAC 90 / 6.21 6.0 22.7 1/2" NPT

804-065 115 VAC 90 / 6.21 6.0 22.7 3/4" NPT

804-067 100-240 VAC 90 / 6.21 6.0 22.7 3/4" NPT

804-068 100-240 VAC 90 / 6.21 6.0 22.7 1/2" Barb

Note: Contact factory for additional 230 VAC options

SHURFLO WATER BOOST SYSTEMS
Adjust water pressure and flow as needed with the Shurflo water boost systems. They incorporate a pump and accumulator tank that can 
help sustain consistent water pressure for carbonated & noncarbonated soda valves or faucets. Equipped with replaceable bladders to 
help extend equipment life, they can help ensure an enhanced drink experience. 

Water Boost Flow

Flow
Flow

Flow

Water Boost

Filtration

Carbonator

Drink 
Dispenser

Shurflo Integrated MEDIUM  
Water Boost & Filtration Systems

Part Number Volts

PSI/Bar Tank
Inlet/Outletoz ml

WB2-LVPO-01 115 90 / 6.21 2.0 7.6 3/8" Barb

WB2-LVPO-02 100-240 VAC 90 / 6.21 2.0 7.6 3/8" Barb

Annual Usage Number Of Dispensers

VPO Syrup Water Consumption 

One Two ThreeGallons Liters Gallons Liters

W
at

er
 B

oo
st

 S
iz

in
g

0 - 1000 0 - 3785 0 - 5000 18,927 2.0 gallon [7.6 L] Medium WB 
804-023

2.0 gallon [7.6 L] Medium WB 
804-023

2.0 gallon [7.6 L] Medium WB 
804-023

1000 - 1500 3785 - 5678 5000 - 7500 18,927 - 28,391 2.0 gallon [7.6 L] Medium WB 
804-023

2.0 gallon [7.6 L] Medium WB 
804-023

6.0 gallon [22.7 L] Maxi WB 
804-026

1500 - 2000 5678 - 7571 7500 - 10,000 28,391 - 37,854 2.0 gallon [7.6 L] Medium WB 
804-023

2.0 gallon. [7.6 L] Medium WB 
804-023

6.0 gallon [22.7 L] Maxi WB 
804-026

2000+ 7570+ 10,000+ 37,854+ 2.0 gallon [7.6 L] Medium WB 
804-023 

6.0 gallon [22.7 L] Maxi WB 
804-026

6.0 gallon [22.7 L] Maxi WB 
804-026

mailto:%20cseverpure%40pentair.com?subject=
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PUMPS
REVERSE OSMOSIS BOOSTER

Shurflo 8075 High Performance Brushless D.C. RO Booster Pump
This high-performance RO booster pump helps increase water pressure and flow rate 
for various foodservice applications. Features include a high-efficiency pump head, a 
brushless DC motor and a precision bypass system that helps deliver constant outlet 
pressure.

•  Incorporates two-speed selector 
switches

• Supports up to 200 gpd (757 lpd) system 
requirements 

• Operates quietly and consistently 
• Incorporates a low-pressure 

shut-off switch
• Pressures up to 140 PSI [9.6 Bar]
• Required power supply/transformer  

is sold separately

Shurflo 80 Series RO Booster System:
• Service flow rate: 0.6 Gph (2.3 Lph)
• Equipped with a three-chamber 

diaphragm pump 

• Incorporates a full tank shut-off switch
• Driven by a low voltage motor
• Can be wall-mounted in any orientation

SHURFLO REVERSE OSMOSIS (RO) BOOSTER PUMPS
RO booster pumps help ensure a continuous flow of feed water pressure to your water-using foodservice equipment. With 
their quiet, uninterrupted operation and durable build, they stand as a steadfast support to maintain the quality of your 
foodservice products.

Part Number Description

Pressure Flow Charge

Pack 
SizePS

I

Ba
r

Gp
h

Lp
h

Am
ps

80-121-18

Without enclosure, flow up to 50 gpd [189 Lpd]  
(8010-101-200 pump configuration). Booster  
pump with tank switch and transformer, 
115/24 VAC/VDC, 120 PSI [8.3 Bar], 3/8" [10 mm] 
FPT ports

20 1.4 7.52 728.00 0.21

6
40 2.8 6.33 24.00 0.27

60 4.1 5.48 22.00 0.34

90 6.2 0.60 2.30 0.41

Part Number Description

Pressure Flow Charge

Pack 
SizePS

I

Ba
r

Gp
h

Lp
h

Am
ps

8075-192-319 24 VAC/VDC, 200 gpd [760 Lpd], 140 PSI [9.6 Bar],  
bypass 3/8"-18 NPT, NSF-listed

20 1.4 7.52 28.00 0.21

640  2.8 6.33 24.00 0.27

60 4.1 5.48 22.00 0.34
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Part Number Description

Pressure Flow Charge

Pack  
SizePS

I

Ba
r

Gp
h

Lp
h

Am
ps

8075-111-313

24 VAC/VDC,  
50 gpd [189 Lpd],  
90 PSI [6.2 Bar], bypass,  
3/8" [10 mm] FPT connection

20  1.4 11.90  45.00 0.38

6
40 2.8 8.90 34.00 0.49

60 4.1 8.20 31.00 0.58

90 6.2 5.90 22.00 0.70

8075-142-313

24 VAC/VDC, 1 
00.0 gpd [378.5 Lpd],  
90 PSI [6.2 Bar], bypass,  
3/8" [10 mm] FPT connection,  
NSF-listed

20  1.4 20.00 76.00 0.43

6
40 2.8 17.00 64.00 0.59

60 4.1 15.00 157.00 0.69

90 6.2 10.00 38.00 0.93

PUMPS
REVERSE OSMOSIS BOOSTER

Shurflo 8075 Silver Series RO Booster Pump
• Ideal for 50 - 150 gpd [189 - 570 Lpd] applications 
• Quiet, uninterrupted operation 
• Required power supply is sold separately

Shurflo 8075 Gold Series RO Booster Pumps
These series of booster pumps help provide optimum performance needed for your 
foodservice operation. The precision bypass helps to maintains  constant and efficient 
outlet water pressure regardless of incoming city water pressure fluctuations.

• Quiet, uninterrupted operation  
• Flow rates up to 150 gpd [570 Lpd] 
• Features a single, solid diaphragm  to 

help minimize leak points
• Equipped with built-in bypass
• Required power supply is sold separately

Part Number Description
Performance Charge

Pack  
SizeBa

r

PS
I

Gp
h

Lp
h

Am
ps

8075-111-319

24 VAC/VDC,  
50 gpd [189 Lpd],  
90 PSI [6.2 Bar],  
bypass 3/8" [10 mm] NPT,  
NSF-listed 

20 1.4 17.00 61.40 0.22

6
40 2.8 14.00 53.00 0.32

60 4.1 11.00 41.60 0.42

90 6.2 7.00 26.50 0.56

8075-111-329

24 VAC/VDC,  
RO General,  
50 gpd [189 Lpd],  
120 PSI [8.3 Bar],  
bypass 3/8" [10 mm] NPT,  
NSF-listed

20 1.4 17.00 61.40 0.22

6
40 2.8 14.00 53.00 0.32

60 4.1 11.00 41.60 0.42

90 6.2 7.00 26.50 0.56

8075-142-319

24 VAC/VDC,  
100.0 gpd [378.5 Lpd],  
90 PSI [6.2 Bar],  
bypass 3/8" [10 mm] NPT,  
NSF-listed 

20 1.4 25.70 97.20 0.67

6
40 2.8 22.00 83.30 0.42

60 4.1 18.10 70.80 1.16

90 6.2 13.20 49.90 1.47

8075-162-319

24 VAC/VDC,  
150 gpd [570 Lpd],  
90 PSI [6.2 Bar],  
bypass, 3/8" [10 mm] NPT,  
NSF-listed 

40 2.8 25.90 98.00 1.22

660 4.1 23.90 90.00 1.43

90 6.2 21.40 80.00 1.72

mailto:%20cseverpure%40pentair.com?subject=
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PUMPS
REVERSE OSMOSIS BOOSTER

Shurflo® 8005 Series RO Booster Pumps

Part Number Description

Pressure Flow Charge

Pack  
SizePS

I

Ba
r

Gp
h

Gp
h

Am
ps

8005-952-480
24/36 VDC, 0.25 gpm [0.95 Lpm] open flow,  
Santoprene® diaphragm, 80 PSI [5.5 Bar],  
female 3/8”-18 NPT.

20 1.4 33.70 128.00 0.48

640 2.8 30.40 115.00 0.63

80 5.5 24.40 92.00 0.88

8005-952-899
24/36 VDC, 0.56 gpm [2.1 Lpm] open flow,  
Santoprene diaphragm, 100 PSI [6.9 Bar],  
internal bypass, female 3/8”-18 NPT. 

40 2.8 30.40 115.00 0.63

680 5.5 24.40 92.00 0.88

100 6.9 16.10 61.00 0.99

Shurflo 8010 Series RO Booster Pumps

Part Number Description

Pressure Flow Charge

Pack  
SizePS

I

Ba
r

Gp
h

Gp
h

Am
ps

8010-101-200
24 VAC/VDC, 25.0 gpd [94.6 Lpd] open flow,  
Santoprene diaphragm, 80 PSI [6.9 Bar],  
internal bypass, 3/8", 2 x 3/8-18 NPT, NSF-listed. 

20 1.4 7.52 28.00 0.21

640 2.8 6.33 24.00 0.27

90 6.2 0.60 2.30 0.41

8010-101-201

24 VAC/VDC, 50.0 gpd [189.0 Lpd],  
Santoprene diaphragm, 60 PSI [4.1 Bar],  
internal bypass, female, 3/8" [10 mm] FPT, 
NSF-listed, non-corded.

20 1.4 12.30 47.00 0.24

630 2.1 10.90 41.00 0.29

60 4.1 8.30 31.00 0.41

8010-102-210

24 VAC/VDC, 100.0 gpd [378.5 Lpd],  
Santoprene diaphragm, 80 PSI [5.5 Bar],  
internal bypass, 3/8"-18 NPT-female fittings, 
NSF-listed, non-corded. 

20 1.4 18.10 68.50 0.57

660 4.1 9.90 37.50 0.90

80 5.5 7.90 29.90 1.00

Part Number Description

Pressure Flow Charge

Pack  
SizePS

I

Ba
r

Gp
m

Lp
m

Am
ps

82-100-00

0.9 gpm [3.4 Lpm], 100-240/24 VAC/VDC,  
UL-listed transformer, 60 PSI [4.1 Bar], demand 
switch, 3/8" [10 mm] inlet/outlet fittings, low 
pressure switch, NSF-listed.

20 1.4 0.89 3.40 1.21

1
40 2.8 0.74 2.80 1.43

60 4.1 0.41 1.60 1.62

90 6.2 0.01 0.01 1.81

Shurflo 82 Series Low Voltage Delivery System
The Shurflo delivery system is ready to use - plumb, plug it in, and you're ready to go. It utilizes a low-voltage 24-volt pump with a 
UL-listed transformer, ideal for boosting RO water to faucets and dispensers.

• Flow rates up to 0.90 gpm [3.4 Lpm] 
• Self-primes up to 7.0 feet [14.9 m]
• Select models include a low-pressure switch that shuts off the pump when the  

pressure is 3 PSI [0.2 Bar], and turns on when the inlet pressure is 8 PSI [0.5 Bar]
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SHURFLO ELECTRIC BEVERAGE DELIVERY PUMP SYSTEM
The Shurflo 8000 pump series, an optimal choice for high-pressure applications with low flow rates, such 
as boost systems, misters or sprayers. These compact pumps are engineered with robust components for 
easy installation in any orientation and provide consistent operation and performance.

• Exceptional run-dry resistance
• Flow rates up to 1.5 gpm [5.7 Lpm]
• Supports pressures up to 150 PSI [10.3 Bar] available

• Corded pump: UL-listed; 
non-corded pump: UL-recognized

•  Includes a built-in check valve

SHURFLO ELECTRIC BEVERAGE PUMP SYSTEM
The Shurflo electric pumps provide consistent operation and performance ideal for Bag-In-Box (BIB) or 
non-pressurized systems. The automatic reset button signals when the pump or system has reached the 
ideal level of priming and pressure for consistent fluid delivery.

• Features Shurflo 8010 Series low voltage pump, 
60 PSI [4.14 Bar] shutoff

• Ports: 3/8" [10 mm] Barb

• Mounting board
• Flow up to 0.95 gpm [3.60 Lpm]

Part Number Description

Pressure Flow Charge

Pack  
SizePS

I

Ba
r

Gp
m

Lp
m

Am
ps

94-437-00 8010-252-736 100/240 VAC Pump, 24 VAC/VDC, w/switching 
power supply transformer, 3/8" [10 mm] Barb fittings. 60 4.14 0.95 3.60 1

Part No Description

Pressure Flow Charge

Pack 
SizePS

I

Ba
r

Gp
m

Lp
m

Am
ps

8005-233-236
115 VAC, 1.5 gpm [5.7 Lpm] open flow,  
Santoprene®diaphragm, 60 PSI [4.1 Bar], demand switch,  
3/8" [10 mm] NPT-female ports, NSF-listed, non-corded

20 1.4 1.26 4.70 0.48

6
40 2.8 1.07 4.00 0.57

50 3.4 0.99 3.70 0.61

60 4.1 0.94 3.50 0.66

8005-243-256

12 VDC, 1.3 gpm [4.9 Lpm] open flow,  
Santoprene diaphragm, demand switch, 60 PSI [4.1 Bar],  
with 45 PSI [3.1 Bar] internal bypass,  
3/8"-18 NPT-female ports, NSF-listed, non-corded

20 1.4 1.13 4.30 3.20

6
40 2.8 0.66 2.50 4.20

50 3.4 0.17 0.60 4.50

60 4.1 0.01 0.30 4.70

8005-292-139
12 VDC, 1.4 gpm [5.3 Lpm] open flow,  
Santoprene diaphragm, demand switch, 30 PSI [2.1 Bar],  
1/2"-14 NPT-male, NSF-listed, non-corded

OPEN OPEN 1.40 5.30 1.90

6
10 0.7 1.00 3.80 2.00

20 1.4 0.93 3.50 2.50

30 2.1 0.83 3.10 2.90

8005-733-155

115 VAC, 1.5 gpm [5.7 Lpm] open flow,  
Santoprene diaphragm, 60 PSI [4.1 Bar], demand switch,  
with 45 PSI [3.1 Bar] internal bypass, 1/2" [12.7 mm] NPT  
male ports, NSF-listed, non-corded

20 1.4 1.26 4.90 0.40

640 2.8 0.67 2.50 0.49

60 4.1 0.05 0.10 0.54

8005-733-255

115 VAC, 1.5 gpm [5.7 Lpm] open flow,  
Santoprene®diaphragm, 60 PSI [4.1 Bar], demand switch,  
with 45 PSI [3.1 Bar] internal bypass, 3/8" [10 mm]  
NPT-female ports, NSF-listed, non-corded

20 1.4 1.26 4.90 0.40

640 2.8 0.67 2.50 0.49

60 4.1 0.05 0.10 0.54

continued
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Part No Description

Pressure Flow Charge

Pack 
SizePS

I

Ba
r

Gp
m

Lp
m

Am
ps

8005-791-255
230 VAC, 1.2 gpm [4.5 Lpm] open flow, 50 PSI [3.4 Bar], 
demand switch, with 45 PSI [3.1 Bar] internal bypass,  
NSF-listed, non-corded

20 1.4 0.93 3.50 0.16

640 2.8 0.30 1.10 0.20

50 3.4 0.05 0.19 0.21

8005-912-260
115 VAC, 1.5 gpm [5.7 Lpm] open flow,  
Santoprene diaphragm, 100 PSI [6.9 Bar], internal bypass,  
3/8" 2 x 3/8-18 NPT, NSF-listed, non-corded

20 1.4 1.50 5.70 0.41

6
40 2.8 1.26 4.70 0.45

60 4.1 0.98 3.60 0.58

100 6.9 0.90 3.40 0.65

8005-912-290
115 VAC, 1.4 gpm [5.3 Lpm], Santoprene diaphragm, 
100 PSI [6.9 Bar], female 3/8"-18 NPT, no base plate,  
NSF-listed, non-corded

20 1.4 1.25 4.70 0.42

6
40 2.8 1.12 4.20 0.53

60 4.1 1.01 3.80 0.63

80 6.9 0.83 3.10 0.81

8005-913-289
115 VAC, 1.7 gpm [6.4 Lpm], Santoprene diaphragm,  
95 PSI [6.6 Bar], female 3/8"-18 NPT, NSF-listed,  
non-corded

20 1.4 1.58 6.00 0.49

6
40 2.8 1.42 5.40 0.63

60 4.1 1.27 4.80 0.72

100 6.9 0.64 2.40 0.91

8005-932-260
115 VAC, 1.5 gpm [5.7 Lpm], Santoprene diaphragm,  
100 PSI [6.9 Bar], female 3/8"-18 NPT, NSF-listed,  
non-corded

20 1.4 1.17 4.40 0.47

6
40 2.8 0.98 3.70 0.60

60 4.1 0.87 3.30 0.71

100 6.9 0.36 1.40 0.91

8005-991-820
24 VAC, 1.1 gpm [4.2 Lpm] open flow,  
Santoprene®diaphragm, 45 PSI [3.1 Bar] internal bypass,  
female 3/8"-18 NPT, NSF-listed, non-corded

10 0.7 0.86 3.30 1.20

6
20 1.4 0.81 3.10 1.40

30 2.1 0.68 2.60 1.60

40 2.8 0.37 1.40 1.80

8005-992-890
24 VAC, 1.5 gpm [5.7 Lpm] open flow,  
Santoprene diaphragm, 125 PSI [8.6 Bar], internal bypass,  
female 3/8"-18 NPT, NSF-listed, non-corded 

40 2.8 0.51 1.90 0.95

680 5.5 0.41 1.60 1.40

120 8.3 0.22 0.80 1.68

8010-121-200
115 VAC, 1.1 gpm [4.2 Lpm], Santoprene diaphragm,  
100 PSI [6.9 Bar], internal bypass,  
3/8"-18 NPT-female fittings, non-corded

20 1.4 0.96 3.60 0.37

6
40 2.8 0.81 3.00 0.44

60 4.1 0.67 2.50 0.51

100 6.9 0.25 0.94 0.61

8010-252-136
24 VAC, Santoprene diaphragm, 1.2 gpm [4.5 Lpm],  
60 PSI [4.1 Bar] shutoff, internal bypass,  
3/8"-18 NPT-female fittings.

20 1.4 0.82 3.10 1.21

640 2.8 0.72 2.70 1.62

60 4.1 0.62 2.30 1.98

8010-252-236 24 V, 1.2 gpm [4.5 Lpm], 60 PSI [4.1 Bar], Santoprene, internal 
bypass, 3/8"-18 NPT-female fittings.

20 1.4 0.82 3.10 1.21

640 2.8 0.72 2.70 1.62

60 4.1 0.62 2.30 1.98

8010-252-256
24 V, 0.9 gpm [0.3 Lpm], 60 PSI [4.1 Bar] shutoff,  
Santoprene, 45 PSI [3.1 Bar] internal bypass,  
3/8"-18 NPT-female fittings.

20 1.4 0.89 3.40 1.21

630 2.1 0.74 2.80 1.43

40 2.8 0.41 1.60 1.62

8025-213-236 115 V, Santoprene®diaphragm, 1.5 gpm [5.7 Lpm],  
60 PSI [4.1 Bar], 3/8"-18 NPT-female fittings, non-corded

20 1.4 1.26 4.80 0.40

640 2.8 1.08 4.10 0.49

60 4.1 0.92 3.50 0.57
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Part No Description

Pressure Flow Charge

Pack 
SizePS

I

Ba
r

Gp
m

Lp
m

Am
ps

8025-213-256
115 V, Santoprene diaphragm, 1.5 gpm [9.5 Lpm],  
60 PSI [4.1 Bar], 45 PSI [3.1 Bar] internal bypass,  
3/8"-18 NPT-female fittings, non-corded

20 1.4 1.32 5.00 0.47

630 2.1 1.12 4.20 0.53

40 2.8 0.77 2.90 0.58

8025-733-256
115 V, Santoprene diaphragm, 1.5 gpm [5.7 Lpm],  
60 PSI [4.1 Bar], 45 PSI [3.1 Bar] internal bypass,  
3/8"-18 NPT-female fittings, non-corded

20 1.4 1.52 5.00 0.44

630 2.1 1.35 4.70 0.49

40 2.8 0.86 4.30 0.54

8025-933-289
115 V, Santoprene diaphragm, 1.5 gpm [5.7 Lpm],  
95 PSI [6.6 Bar], internal bypass,  
3/8"-18 NPT-female fittings, non-corded

20 1.4 1.42 5.40 0.48

6
40 2.8 1.26 4.80 0.61

60 4.1 1.13 4.30 0.73

90 6.2 0.68 2.60 0.90

PUMPS
DELIVERY

SHURFLO 2088 SERIES PUMPS
These Shurflo pumps deliver water for high-flow, low-pressure applications such as 
beverage and water applications for city water pressure boost, portable cart water 
delivery, batch, and product transfer. They provide ease of operation and offer various 
flow rates, voltage ratings, pressure tolerances and other features.

• Self-priming up to 12.0 vertical lift feet [3.7 m] 
• Used in delivery and transfer applications up to 3.0 

gpm [11.4 Lpm]
• UL/CSA-recognized components
• Includes a built-in check valve 

• Automatic turn on / shutoff 
• Can run-dry without damage
• Required power supply is sold 

separately

Part Number Description

Pressure Flow Charge

Pack 
SizePS

I

Ba
r

Gp
m

Lp
m

Am
ps

2088-443-144
12 VDC, 3.0 gpm [11.4 Lpm] open flow,  
Santoprene®valves, Santoprene diaphragm,  
45 PSI [3.1 Bar], shutoff, 1/2"-14* NPT male ports

10 0.7 2.80 10.60 5.80

6
20 1.4 2.50 9.50 7.00

30 2.1 2.30 8.70 8.00

40 2.8 2.00 7.60 9.10

2088-474-144
24 VDC, 3.0 gpm [11.4 Lpm] open flow,  
Santoprene valves, Santoprene diaphragm,  
45 PSI [3.1 Bar], shutoff, 1/2"-14* NPT male ports

10 0.7 2.80 10.60 2.14

6
20 1.4 2.25 8.50 2.63

30 2.1 1.75 6.60 2.73

40 2.8 1.25 4.70 2.71

2088-554-144

12 VDC, 3.5 gpm [13.2 Lpm] open flow,  
Santoprene valves, Santoprene diaphragm,  
45 PSI [3.1 Bar], shutoff, 1/2"-14 NPT male thread,  
NSF-listed.

10 0.7 2.80 10.70 0.60

6
20 1.4 2.50 9.70 0.70

30 2.1 2.30v 8.70 0.80

40 2.8 2.00 7.60 0.85

2088-564-144

230 VAC, 3.0 gpm [11.4 Lpm] open flow,  
Santoprene valves, Santoprene diaphragm,  
45 PSI [3.1 Bar], shutoff, 1/2"-14* NPT male ports,  
NSF-listed, non-corded

10 0.7 2.80 10.60 0.35

6
20 1.4 2.50 9.50 0.45

30 2.1 2.20 8.30 0.50

40 2.8 2.00 7.60 0.55

continued

mailto:%20cseverpure%40pentair.com?subject=


CUSTOMER SERVICE / TECHNICAL SUPPORT: 800.942.1153 • 630.307.300014  |  PUMPS

Part Number Description

Pressure Flow Charge

Pack 
SizePS

I

Ba
r

Gp
m

Lp
m

Am
ps

2088-592-054BX
115 VAC, 2.7 gpm [10.2 Lpm], open flow,  
Santoprene®diaphragm, 45 PSI [3.1 Bar] shutoff,  
NPT male ports, NSF-listed, corded

10 0.7 2.53 9.60 —

6
20 1.4 2.30 8.70 —

30 2.1 2.08 7.90 —

40 2.8 1.83 6.90 —

2088-592-094BX

230 VAC, 3.3 gpm [12.5 Lpm] open flow,  
Santoprene valves, Santoprene diaphragm,  
45 PSI [3.1 Bar], shutoff 1/2”-14 NPT male thread,  
NSF-listed, painted motor, non-corded

10 0.7 2.80 10.70 0.37

620 1.4 2.50 9.70 0.44

30 2.1 2.30 8.70 0.49

2088-594-144

115 VAC, 3.3 gpm [12.5 Lpm] open flow,  
Santoprene valves, Santoprene diaphragm,  
45 PSI [3.1 Bar], shutoff, 1/2"-14* NPT male ports,  
NSF-, UL-, and CUL-listed, corded

10 0.7 2.60 9.80 0.58

6
20 1.4 2.34 8.80 0.67

30 2.1 2.08 7.90 0.76

40 2.8 1.85 6.20 0.94

2088-594-154

115 VAC, 3.3 gpm [12.5 Lpm] open flow,  
Santoprene valves, Santoprene diaphragm,  
45 PSI [3.1 Bar], shutoff, 1/2"-14* NPT male ports,  
NSF-, UL-, and CUL-recognized, non-corded

10 0.7 2.60 9.80 0.58

6
20 1.4 2.34 8.80 0.67

30 2.1 2.08 7.90 0.76

40 2.8 1.85 6.20 0.94

2088-594-500
115 VAC, 3.3 gpm [12.5 Lpm] open flow,  
Santoprene diaphragm, 1/2"-14 NPT male thread,  
NSF-listed, corded

10 0.7 2.60 10.00 0.60

6
20 1.4 2.30 8.70 0.70

30 2.1 2.00 7.60 0.80

40 2.8 1.80 6.80 0.85
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